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CP157-L S45C steel
(Accurate)  (Standard) (Accurate) (Standard) | Blackoxide finished
Precision ground (only
for Accurate type)
Accurate Standard |
eig
Part Number (gDé) Part Number :?312 D | H M (g) MODULES
CP157-06001L | 8 |[CP157-06001S| 8 |115| 4|5 |M 6X1 4 CP150-06025
CP157-08001L | 12 |CP157-08001S| 12 |155| 5|5 |M 8%X1.25 8 CP150-08040
CP157-12001L | 18 |[CP157-12001S| 18 |245| 8|6 | M12X1.75 27 CP150-12063
CP157-16001L | 22 |CP157-16001S| 22 (31.5|10|7.5| M16X2 51 CP150-16080
How To Use

-Can be used for mounting [CP150] Clamping Module ESpacing Tolerance

(Flanged) on the fixture Plate. ) ) Spacing tolerance for Accurate Type should be +0.02.
-Use Accurate Type for precise locating of a clamping module. *) Spacing tolerance for Standard Type should be £0.1.
-Use Standard Type for rough locating of a clamping module.
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Size (H7) Lf Screws
06001 | 8 | 55 cPise
08001 12 | 55 Tapered Clamping Screw
CP157 12001 18 | 6.5 (Round) ! Tapered Clamping Screw
16001 2 |8 CP155-L % " (Diamond)
Note: The tolerance of dimension "d" for ﬁ % CP155-D
Standard Type should be . Accurate Type @)——i_',; LN
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Related Product
-[CP150] Clamping Modules (Flanged)
-[CP155-L|Tapered Clamping Screws (Round)
-[CP155-D|Tapered Clamping Screws (Diamond)
-|CP156] Clamping Screws
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