
 

Unit: mm

Indexing accuracy(the sum)   

Tilting accuracy

Clamp system 
Supplied pressure

Clamp torque

Net weight

Strength of worm gears（Rotary axis） 

kg

Tilt 0°～90°  arc sec

arc sec

N･m  【kgf･m】 

kg

kg

F
N 

【kgf】 

F×L

W×L

N･m 
【kgf･m】 

F×L
N･m 

【kgf･m】 

kg･m2 

【kgf･cm･ 
sec2】 

J= W･D2

8

Specifications

Standard type

Large tilting models that enable 5-face machining and slanted-
hole machining with single chucking of workpiece.  Suitable for 
machining of component parts for heavy industries such as 
aircraft, power generator and construction machine industry.

N･m 
【kgf･m】 

N･m 
【kgf･m】 

Tilting repeatability

TTNC-1001 TTNC-1500 ＊2

15

4

ー 

ー 

60

4

ー 

ー 

ー20°～＋110° 

ー 

φ1,000

900

700

φ75H7

ー 

22H7

ー 

Rotary axis Tilt axis

αiF22 αiF30

4.37 
【44.6】 

4.1 
【41.8】 

1/360 1/1,440

5.5

Hydraulic 
6.9MPa 

【70kgf/cm2】 

Hydraulic 
6.9MPa 

【70kgf/cm2】 

1.3

9,800 
【1,000】 

19,600 
【2,000】 

4,600

13,230【1,350】 

2,500

1,500

7,840 
【800】 

29,400 
【3,000】 

9,800 
【1,000】 

19,600 
【2,000】 

312.6 
【3,188.7】 

W

L

W

W

F

F

L

F

L

W

φD

TTNC-1500

15

4

ー 

ー 

60

4

ー 

ー 

TTNC-631

ー10°～＋95° 

ー 

φ630

585

450

φ180H6

φ180

18H7

18h7

Rotary axis Tilt axis

αiF12 αiF12

5.42 
【55.3】 

3.77 
【38.5】 

1/180 1/360

11.1

Hydraulic 
3.5MPa 

【35kgf/cm2】 

Hydraulic 
3.5MPa 

【35kgf/cm2】 

4.1

4,410 
【450】 

2,352 
【240】 

1,700

3,284【335】 

600

300

980 
【100】 

24,500 
【2,500】 

4,410 
【450】 

2,352 
【240】 

35.3 
【360】 

Motor rpm:  
1,500min-1（ ） 

20

4

ー 

ー 

45

8

ー 

ー 

ー5°～＋95° 

ー 

φ1,500

1,155

1,055

φ75H7

ー 

28H7

ー 

Rotary axis Tilt axis

TPC3-SR30 TPC3-SR30

5.37 
【54.8】 

7.46 
【76.2】 

1/720 1/1,440

Hydraulic 
3.5MPa 

【35kgf/cm2】 

Hydraulic 
3.5MPa 

【35kgf/cm2】 

12,000 
【1,224】 

25,000 
【2,551】 

12,000

21,560【2,200】 

2,500

1,500

7,840 
【800】 

49,000 
【5,000】 

12,000 
【1,224】 

25,000 
【2,551】 

2,255 
【23,001】 

0.7 Motor rpm:  
1,000min-1（ ） 1.39 Motor rpm:  

1,000min-1（ ） 

NC Tilting Rotary Tables
Basic model

 

Tilt range

Spindle diameter

Table diameter 

Table height at 0°position

Center height at 90°position

Center bore

Inertia converted into motor shaft

Speed reduction ratio

×10-3kg･m2

【×10-3kgf･cm･sec2】 

Nose diameter

Through-bore

Table T-slot width ＊1

Guide block width

Servo motors （for FANUC） 

Table max. rpm min-1 (Motor rpm: 2,000min-1） 

Repeatability arc sec

arc sec

Allowable 
work weight

Allowable  
work moment

Allowable load 
(when table is clamped)

Allowable 
work inertia

0° 
（Horizontal） 

0°～90° 
（Tilting） 

Servo motors of other manufacturers P.70

＊1  The tolerance of the table T-slot width is applicable to four standard slots arranged crosswise. 
 

＊2  Above specifications are for one of experienced production. Those might be 
 changed depending on use conditions.

TTNC-631・1001・1500
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RG

RNA-B

RNCV-B

RNCM

RBA

RBA-K

RNCK

RCH

RNC

RCV

RNCV

Multi-Spindle

RN-N

RZ

TN

TTNC

THNC

Multi-Spindle

TTNC-N

RC

RH

RUA

TSUA

RTV

RTT

NC Controllers

Accessories

Options

Technical 
Information

RNA
RN

RNE



RG

RNA-B

RNCV-B

RNCM

RBA

RBA-K

RNCK

RCH

RNC

RCV

RNCV

Multi-Spindle

RN-N

RZ

TTNC

THNC

Multi-Spindle

TTNC-N

RC

RH

RUA

TSUA

RTV

RTT

NC Controllers

Accessories

Options

Technical 
Information

RNA
RN

RNE

TN

TTNC-631

TTNC-1001

A

18
168～450
80～267

a
bⅠ 4 40 20 110 18 42 50 25 21 11 70 46 28 16

24ー ー Ⅱ 8 50 20 74 20 18 36 70 29 16 130 70 40 22

B C D E F G H I J K L M

Clamping block and bolt
Unit: mm

Note 1: ＊In the case of layout b, contact us for the details about mounting. 
Note 2: When using a machine with a T-slot pitch other than the above, use suitable clamping blocks and bolts that 

are available on the market, or order custom-made ones from TSUDAKOMA. （Optional） 

T-slot widthT-slot pitchType Q’ty Layout

54
6

47
8

10
24

54
6

47
8

10
24

Table center bore
φ75H7

45

584 584

10
55

10
0

R7
70

1168

11
55

1380 1380

17431743

φ1500

2760

3486

Dimensions

TTNC-1001

TTNC-1500

Note: The above dimensions are for FANUC servo motors. The dimensions of servo motors of other manufacturers may be larger.

Unit: mm

H
G

I
J

φM

□Ｌ D FE

KC

B
A

TypeⅠ 

Layout a Layout b

TTNC-631

1875

979896

570 500

φ630

70
3

81
0

55
2 58
5

45
0

13
5

290290

40
0

φ210

φ181

φ180H6

65
24

0
20

C

FD E

H
G J

I

K

B

φM

□Ｌ 

A

TypeⅡ 

Table center bore

63
2 36

9

45
4

35
2

10
226

3

TTNC-100122
5

48
660
3

26
5

2412
915985

96
0

237 435 795 945
φ1000

45

φ200
φ75H7

90
0

20
0

70
0

15
0

1000
700300

TTNC-1500 28ー ー Ⅱ 10 60 28 95 29 16 50 95 22 17.5 146 100 41.3 24

33


